INTRODUCTION
In FY 1999 the Gamma-Ray Spectrometry combined with Acceptable Knowledge (GSAK) technique for the nondestructive assay of certain RH-TRU wastes was demonstrated at the INEEL on surrogate CC104/107 waste drums. This report documents the results of that demonstration.
The GSAK technique uses conventional gamma-ray spectrometry to determine a portion of the fission and activation product content of shielded RH-TRU waste containers. The total contents are then determined using the measured activity values and isotopic ratios determined from the irradiation history of the spent fuels that created the interrogated waste material. The GSAK technique is not applicable to all RH-TRU waste forms either here at the INEEL or elsewhere in the complex. It will provide sufficient characterization for RH waste forms about which enough information is known to allow the calculation of waste container contents from knowledge of the waste form and measured concentrations of a few fission and activation products. A waste stream that appears to meet this level of acceptable knowledge is the content code 104/107 (CC104/107) waste stream that comprises about 90% of the INEEL's RH-TRU waste inventory. A 1997 review and analysis of shipping records and hot cell documentation concluded that sufficient documentation could be supplied to satisfy the DOE's Carlsbad Area Office (CAO) criteria for acceptable knowledge documentation for this waste stream. 1 The INEEL's CC104/107 waste inventory is primarily heterogeneous debris resulting from hot cell examinations of nuclear fuel assemblies irradiated in the Experimental Breeder Reactor II (EBR-II). The debris waste containers contain either combustible or noncombustible materials. The debris wastes are contained in 28-liter (7.5-gallon) steel pails, two of which are stacked in lined 114-liter (30-gallon) drums. Figure 1 depicts the waste container configuration.
During handling and measurements, each drum is contained in a shielding overpack with 8.9-cm (3.5-inch) thick steel walls. The GSAK gamma-ray spectral measurements were performed on surrogate waste forms contained in a steel overpack. The shielded and mildly collimated gamma-ray spectrometer measured the overpacked surrogates at distances of one or two meters from the wall of the rotating overpack. An artist's depiction of the measurement configuration is presented in Figure 2 . 
EXPERIMENTAL METHODS

The Gamma-Ray Spectrometer
The gamma-ray spectrometer consists of a high purity 50-mm diameter by 20-mm thick n-type high-purity germanium detector (HPGe,) a detector shield and support cart, and a self-contained electronics and multichannel analyzer system. The equipment comprises a spectroscopy system dubbed the In-Situ Object Counting System (ISOCS) by the manufacturer (Canberra Industries). The detector has been specially characterized for efficiency modeling using software provided with the system. 2 The ISOCS software allows calculation of detection efficiency curves for complex geometries when the detector has been characterized by Canberra Industries.
The detector is what is termed a "LEGe" detector. It has a thin carbon composite window and a 20% relative efficiency with a length-to-diameter ratio of only 0.4. Although not ideal for the GSAK measurements, this detector was pressed into service when the primary GSAK detector developed a thermal short and failed.
Calibration Measurements
A GSAK calibration standard was prepared from a 152 Eu stock solution calibrated by gamma-ray spectrometry in the INEEL's Radiation Measurements Laboratory (RML). The RML detector calibrations are directly traceable to the National Institute of Standards (NIST). The calibrated solution was diluted to 15 liters and added to a plastic-lined 28-liter (7.5-gallon) RH-TRU waste "pail. " The  standardized activity for  152 Eu,  154 Eu, and   155 Eu are reported in Table 1 . Two uncertainty values are also reported. The "Counting Precision" is the estimated relative standard deviation (RSD) computed from the spectral counting precision alone, while the "Total Uncertainty" includes additional uncertainty components (such as efficiency calibration and normal positioning errors) as specified in the RML report of activities. The 28-liter (7.5-gallon) pail containing the standard was placed within a lined 114-liter (30-gallon) drum positioned within a prototype steel overpack. The prototype overpack was identical to those to be used in the surrogate and waste retrieval measurements EXCEPT the prototype had 7.6-cm (3-inch) thick walls rather than the 8.9-cm (3.5-inch) thick walls of the actual overpacks. Actual CC104/107 waste is packaged in two 28-liter (7.5-gallon) pails stacked in a lined 114-liter (30-gallon) drum (see Figure 1) . Calibration measurements were made with the source-containing pail and an additional empty pail. Measurements were acquired with the pail containing the source on the bottom in the waste drum, and then repeated with the pails switched so that the source was on top. These results were within counting precision errors, but an average was used for efficiency calculations.
Spectra were acquired at both 1 meter and 2 meter distances. The detector was positioned in its ISOCS shield and the face of the detector positioned one meter and then two meters from the wall of the overpack by changing the position of the ISOCS cart. The overpacked drum was rotated during measurements. The ISOCS shield is a 5-cm (2-inch) thick lead shield with an internal diameter of 10 cm (4 inches). The shield extended about 18 cm (7 inches) forward of the detector face providing moderate collimation.
The gamma-ray spectra were analyzed using the PCGAP code 3 and efficiency values computed following normal procedures. The measured efficiency curves were compared with curves calculated using the ISOCS efficiency calculation software. The comparison was not good. For illustration, the measured and ISOCS calculated efficiency curves for the calibration work at 1 meter are compared in Figure 3 . While agreement is reasonable (within 5%) in the middle of the energy range, the curves disagree by nearly 50% at energies above 1000 keV. A portion of this poor performance may be due to compromises required in the geometry specification, since no ISOCS calculational template allowed an exact geometry specification. However, the ISOCS documentation says that in highly shielded geometries and at higher gamma-ray energies, errors of up to a factor of 2 can be expected because of incomplete treatment of coherent scattering in the ISOCS code. Because of the poor correlation between the measured and ISOCS-calculated detector efficiencies, the measured detector efficiency values were used for the GSAK surrogate calculations. The measured values were corrected for self attenuation in the water of the solution source and further corrected for the 1.2 cm (0.5 inch) difference in steel shield wall thickness. Self-attenuation corrections were calculated following published techniques for a right circular cylinder. 4 The shield wall thickness difference was treated as a slab attenuator. The product of these two correction factors was used as a multiplicative factor to correct the efficiency values measured on the solution source in the 7.6-cm thick shield to an nonattenuating "zero matrix" drum within an 8.9-cm thick shield. To verify the correction factor values, they were compared to the ratios of ISOCS-calculated efficiencies for the two measurement geometries. The correction factors agreed to within 3% with those determined from the ISOCS ratios. The attenuation-corrected efficiency curves for measurements at one and two meter distances are presented in Figure 4 . The plotted error bars represent one estimated standard deviation. 
The Surrogate Drum Configurations
A set of three CC104/107 debris waste surrogate drums was configured for testing of NDA characterization techniques. Each surrogate drum incorporates a fixture to hold rods of matrix materials carefully selected to match the CC104/107 waste stream, and five source insertion guide tubes. The units are designed to mate to a hot cell port and receive source cartridge assemblies loaded with representative radioactive sources in a defined loading pattern. The development and design of the surrogate drums is described in detail elsewhere. 5 The available surrogate drums included one with a combustible matrix and two with a noncombustible matrix. These drums were arbitrarily labeled C, NC, and Z, with the C drum being the combustible matrix drum.
The photograph of Figure 5 shows certain features of the combustible surrogate and its components. The spool assembly holds matrix material rods in locations that mimic the waste pails of the actual waste package. Radioactive sources are to be contained in Swagelok  -sealed source capsules. (An example is at the bottom of the photo about in the middle.) The source capsules are held in an expanded metal source cartridge assembly (lower right) and spaced at selected elevations using spacer plugs (bottom center surrounding the source capsule). Each source cartridge assembly is in turn inserted into one of the five radially-spaced guide tubes that penetrate the spool assembly from top to bottom. The spool assembly fits into a stainless steel outer can that is capped and inserted into a lined 114-liter (30-gallon) drum that in turn fits into a steel overpack.
Test Sources and Their Placement
The INEEL CC104/107 waste stream was primarily generated during metallurgical examination of EBR-II driver fuel elements. Consequently, the test sources used in configuring the surrogates for the GSAK testing were segments of an irradiated EBR-II driver fuel element. Chopping the fuel stack of the spent EBR-II driver element J638 of subassembly X486 (Termed X486_J638) into 0.635-cm (0.25-inch) long segments produced thirty segments from which the test sources were chosen. The sources were sealed into source capsules and identified by numbers (SADY##.) Segment-specific inventory calculations were available (see next section) to guide the arrangement of source segments in the surrogate drums. Personnel exposure limits dictated the maximum source loading for a surrogate. These limits were determined by the allowable radiation dose both to personnel at the TREAT facility and to hot cell personnel during the source assembly loading. The GSAK test plan called for one surrogate configured with a symmetric source pattern at or near the allowable maximum dose rate, one with a symmetric loading pattern and an intermediate dose rate, and one surrogate with a highly asymmetric source loading. To accommodate these plans the C, NC, and Z surrogate drums were loaded with 8, 6, and 3 sources respectively. The C and NC drums were loaded symmetrically, while the three sources in the Z surrogate drum were loaded with one in the top center and two in the outside bottom. The source loading patterns for the C, NC, and Z source cartridge assemblies are depicted in Figures 6 through 8 respectively. In each surrogate, the source cartridge assembly 1 loads into the source guide tube at the radial center of the surrogate assembly, while source cartridge assembly 5 loads into the outermost guide tube. The source guide tubes are radially spaced so that when the assembly rotates, the source tubes sweep the usable interior volume of the surrogate assembly.
Elevations noted in Figure 6 through 8 are in inches above the bottom of the surrogate assembly. Source positions are identified by the source SADY number. Matrix-filled spacer plugs are identified with S numbers. Empty spacer plugs (SP) emulate the space between waste pails. For shielding purposes each source cartridge assembly is closed at the top with a 3-inch thick stainless steel shield plug (SS.) Figure 8 . Source configuration in the noncombustible matrix surrogate drum Z.
Inventory Calculations
The inventory for given fuel segments was calculated using the standard computational methodology developed at Argonne National Laboratory for the calculation of post-irradiation compositions of EBR-II elements. This methodology was initially developed to support the Integral Fast Reactor project and later refined to support the Electro-Metallurgical Treatment of Spent Fuel Demonstration project. The method has been validated for EBR-II binary and ternary driver elements to a one-sigma uncertainty of 6% for total burn-up and 1.06% for heavy metal mass. 6 The methodology is a series of computations to first determine the flux at a given location and then use the flux information, along with the initial fuel compositions, to compute the isotopic mass distributions within a given element. Then a segment of the element is chopped and the isotopic composition is computed for a physical sample size from the axial distributions of each isotope.
Accurate predictions of the isotopic inventory of spent fuel in EBR-II require specification of the neutron irradiation field to which the assembly was exposed throughout its lifetime. For each reactor cycle of EBR-II, the REBUS-3 fuel cycle analysis code 7 was utilized to compute batch-averaged compositions for each specified depletion region. Within REBUS, calculations to predict the space and energy dependence of the neutron flux were performed by the DIF3D flux solution module 8 using a threedimensional (hexagonal-Z) nodal diffusion method and a nine group energy structure. Burnup chains spanning the range from U-234 to Cm-246 are utilized in REBUS-3. Region-dependent broad group cross-sections based on the ENDF/B-V.2 were generated using the MC2-2 9 and SDX 10 codes for actual EBR-II fuel compositions.
Although the REBUS-3 computation accurately tracks the depletion and transmutation of the major actinides (including the generation of plutonium) within gross reactor regions, other means are needed to determine spatial isotopic detail within specific assemblies. The ORIGEN point depletion code 11 is used to track the transmutation and decay of 272 structural isotopes, 842 fission product isotopes, and 104 actinide isotopes for a user supplied flux history and initial composition. A modified version of ORIGEN (ORIGEN-RA), which allows cross-section data to be input at run time and utilizes updated library data, was utilized. The REBUS data is used to specify the in-reactor flux history, in which cross-sections are utilized in ISOTXS format.
The conventional fast reactor cross-section data used in the flux calculations, while appropriate for determining flux levels and gross region averaged actinide isotopics, is not particularly useful for determining specific fission product and activation product inventories. Specific cross-sections for individual activation products are not included in the REBUS ISOTXS data set and fission products are modeled as one material -commonly referred to as a fission product lump. These simplifications in the modeling still allow for accurate reactor physics modeling, however, they do not address the individual fission and activation product isotopes. To determine the correct fission product and activation product inventories, additional cross-section data are required and more detailed calculations have to be performed to determine the appropriate spatially-dependent cross-sections to be used in the ORIGEN calculations.
Since depletion isotopics are calculated at several axial levels of each pin in an assembly, a code was written to set up the multitude of ORIGEN input streams. Before any isotopic depletion calculations are performed, an assembly history file is generated. This file contains the assembly positional information, orientation, the integrated power, and the assumed power level of the reactor. The methodology allows for an assembly to be moved numerous times during its irradiation lifetime. The irradiation time, at any given reactor grid position, is inferred from the integrated power and the indicated power level in the assembly history file.
The code first reconstructs the fluxes (group-wise and total) at each of the axial levels and at each of the pin positions from the 3D hex-Z data. Calculations are performed at each axial level delineated in the nodal diffusion solution -about 180 ORIGEN calculations per assembly per irradiation run for a driver assembly. Also calculated are the spatially-dependent, energy-integrated reaction rates for each of the nuclides in the ISOTXS cross-section set, which allows for the construction of spatially-dependent one-group effective cross-sections to be used in ORIGEN.
The ORIGEN-RA code is executed for each pin and at each axial level, for each of the irradiation segments pertinent to the pins of the specified assembly. ORIGEN-RA transmutes the nuclides in the input file to create the output file using user-supplied fluxes and light isotope, actinide, and fission product cross-section libraries. After each irradiation run, the input file for the next ORIGEN-RA calculation is set up using the output file from the previous irradiation run until all of the irradiation runs for the axial level are completed. This process is then repeated for each axial level until the entire pin is completed. These calculations provide point-wise isotopic data for each axial level of the pin. The pointwise data are then used to generate axial profiles for each isotope in the pin. These profiles, referred to as one-dimensional ISO-Z files, are retained as the record of the isotopic inventory of the pin. To use the one-dimensional data, a code called CHOPIT is then used to generate a zero-dimensional ISO-Z file for a selected length of a pin.
Surrogate Drum Activities
Surrogate drum activity estimates were calculated by summing the inventory values for the segments arrayed in each drum. Table 2 presents the calculated inventories of some key radionuclides in the surrogate drums used for the GSAK test. The C, NC, and Z drums had calculated TRU concentrations of 703, 194, and 95 nCi TRU/gram of matrix material respectively. A set of four X486_J638 fuel segments were selected and sent to the ANL-W analytical laboratory for radiochemical analysis to confirm the calculated inventory values.
Surrogate Drum Measurements at the TREAT Facility
After the surrogate assemblies were loaded with sources in the specified pattern, they were transported using a mobile shielding cask to the TREAT facility. At TREAT, the surrogate assembly cans were transferred into lined 114-liter (30-gallon) drums prepositioned within their steel shielding overpacks, and the overpack lids secured. When a particular surrogate was to be measured, it was moved by crane to the GSAK inspection area and positioned on the heavy-duty rotator assembly. All drums were rotated during assay. The GSAK inspection area was more than 30 feet from the nearest shielded surrogate storage location. Figure 9 is a photograph taken during surrogate measurements at TREAT.
Each surrogate assembly was sequentially assayed. At least two spectra were acquired on each surrogate at an overpack-to-detector distance of 1 meter and at least two at an overpack-to-detector distance of 2 meters. Repetitive measurements on the C surrogate were preformed to determine the precision of the spectrometer positioning and its effect on the overall measurement precision. The detector was repositioned between each measurement. The measurement precision was evaluated by determining the peak counting rate in the 662 keV line of 137 Cs in each spectrum. The standard deviation of this set of data provided an estimate of the measurement repeatability. The relative standard deviation of the measurements at 1-meter and 2-meter distances were 0.7% and 1.9% respectively.
RESULTS
Radiochemical Segment Assays
Segments SADY33, SADY26, SADY16, and SADY28 of driver fuel rod X486_J638 were submitted to the ANL-West Analytical Laboratory for radiochemical analysis to check on the accuracy of the inventory calculations. These segments represent inventories from near the top, the bottom and the center of the fuel element. Each segment was weighed as received, dissolved and the solution weight determined to allow accurate dilution factor corrections. Total Pu, Pu isotopic ratios, total U, and U isotopic ratios were determined by isotope dilution mass spectrometry. Total La and total Tc were determined by inductively coupled plasma emission spectroscopy. Gamma-ray spectrometry quantified the gamma-ray emitting activation and fission product content. All radioanalytical results were decay corrected to 08-Dec-99. The radioassay results on the analyzed segments are compared with their calculated inventory values (decay corrected to 08-Dec-99) in Table 3 . Figure 9 . Photograph of a surrogate drum under assay by GSAK. The detector, detector shield and cart are visible in the foreground, while the surrogate in its steel overpack is visible in the background loaded onto the heavy-duty rotator. The comparison of the radioassay results with the calculated segment specific inventories indicates that while the inventory codes do a good job of predicting the heavy metal (Pu and U) build up and depletion, they provide very inconsistent results on activation and fission product inventories, and generally overestimate these concentrations.
The measured-to-calculated inventory ratios from the four analyzed segments were averaged in order to compute an isotope-specific correction factor to apply to the surrogate drum inventory values. An inverse variance-weighted averaging technique was used, and the reduced Chi Squared value (χ 2 /df) for each sample compared with its expected range (99%) in order to identify outlier values. No outliers were detected in any of the sample sets. Table 4 presents the average inventory measured-to-calculated ratios for nuclides of interest for the GSAK work. Note that although the inventory calculations correctly predict the U and Pu content, and the inventory of certain fission and activation products (RuRh-106, CePr-144, and Mn-54) they underpredict the radiocesium and radioeuropium contents by about a factor of two, and underpredict the 60 Co content by about a factor of five. 
Gamma-ray Spectrometric Results
The gamma-ray spectra acquired on each surrogate were analyzed using the PCGAP 3 gamma-ray spectral analysis code. Quantified results were computed using the proper detector efficiency and an isotope library derived from a qualified nuclear data set.
12 Activity values were decay corrected to 08-Sept-99.
Although, within the measurement uncertainties, no strong evidence of matrix-induced attenuation was noted (the higher energy gamma lines for an isotope didn't give consistently higher calculated activities), a default matrix attenuation correction was applied to the spectrometric results. These corrections were determined from the matrix weight and target composition and used the selfabsorption correction for a right circular cylinder. 4, 5 The isotopic activities from all of the measurements on a given surrogate were averaged using an inverse variance weighted average. The measured activities are presented in Table 5 and compared with the calculated inventory values. The gamma-ray spectral results under predict the content of the surrogates relative to the calculated inventory values; however, the radiochemical assays performed on segments from this element determined that the inventory calculations over predict the content of many nuclides. The radiochemically-measured to calculated inventory ratios (see Table 4 ) were applied to the calculated inventory values to give adjusted inventory values for each surrogate. In Table 6 , the gamma-ray spectrometric results are compared with these adjusted inventory values. In all cases, a 2σ confidence limit constructed about the measured result includes the expected adjusted inventory value. Table 6 . Gamma-ray spectral measurement results on the RH-TRU surrogates compared with the surrogate activity values expected from the inventory calculations adjusted using the radiochemical results. 
Gamma-ray Spectrometry Results
Measurement adjusted inventory
Measured/Expected Ratio Isotope Average Curies Error (±1σ) % RSD Curies Est Error (±1σ) R a t i o Error (±1σ) C Can Mn
DISCUSSION
RH-TRU Characterization
The adequacy of candidate techniques to characterize RH-TRU waste must ultimately be judged against the appropriate transportation and disposal requirements. Although final for contact-handled TRU wastes, the transportation and disposal requirements for RH-TRU waste are currently in draft. 13, 14 The draft WIPP waste acceptance criteria are summarized in Table 7 . For each canister, measured value plus the uncertainty on the measurement must be <325 grams. 5 PE-Ci limit of <1000 Ci per canister For each canister, measured value plus the uncertainty on the measurement must be <1000 PE-Ci. 6 Activity <23 Curies per liter averaged over the canister For each canister, measured average value plus the uncertainty on the measurement must be <23 Ci/liter. 7 Canister surface dose rate <1000 Rem/hr for all waste; <100 Rem/hr for at least 95% of the RH waste; and neutron contribution to the surface dose rate <270 mrem/hr.
The measured value using an instrument calibrated according methods and standards in NUREG-1575 (EPA 402-R-97-016) or some other recognized relevant procedure.
8 Radioisotopic content for shipping manifest, PA, and LWA RH Curie limit.
Quantify and report the 10 key radionuclides required by the CCA and all other radioisotopes present at 1% (by Curie) or greater. a Limiting value for decay heat depends on the H 2 generation g-value for the waste type and only applies if the radioassay-determined decay heat is chosen as the method for measuring the H 2 generation.
The GSAK technique is unique in that most of the parameters important to RH-TRU waste characterization are not measured directly but are determined from the inventory calculations normalized by the gamma-ray spectral measurements.
Minimum Detectable Concentration (MDC)
The MDC of the GSAK system can be determined for detection of 137 Cs, and with some assumptions regarding fuel burnup can be related to the MDC for TRU nuclides. One of the advantages of GSAK is that the detection sensitivity for fission product nuclides is very good due to their generally high gamma-ray intensities and the higher gamma-ray energies.
The MDC in nCi/gram of matrix for the GSAK system detection sensitivity for 137 Cs can be calculated from the basic detection limit equation.
where: MDC = minimum concentration in nCi/gram detectable with 95% confidence k 1 = constant relating detector response to activity, includes the reciprocal of the product of the detector efficiency, the gamma-ray emission probability, and the counting time. k 2 = constant relating the measured activity to a waste concentration, includes any absorption corrections not included in k 1 and the reciprocal of the matrix weight. S B = the estimated standard deviation of the background (in counts) for the count time chosen in k 1 . Cs activity ratio) = 0.011 nCi TRU/g Again, these TRU MDCs are for the specific irradiation conditions for the driver fuel element x486_j638. Irradiation condition differences that alter the TRU-to-
137
Cs activity ratio will alter the TRU MDCs. However, even at very slight burnups, the TRU/
Cs activity ratio will be < 1.0. For example, in PWR fuels irradiated to only 1.0 GWda/tU, the TRU/ 137 Cs activity ratio is about 0.01. 4 As long as the TRU/
Cs activity ratio is less than 1, MDCs for TRU using GSAK will be less than those calculated for 137 Cs.
GSAK Uncertainty Estimates
Although, a full uncertainty analysis has not been performed, initial estimates of the GSAK measurement uncertainties can be developed from the measurements on the surrogate assemblies. The TRU content is determined from the gamma-ray spectral measurement of one or more key fission products (usually 137 Cs) and knowledge of the fission product-to-TRU ratios either from inventory calculations or from radiochemical assay data. Thus, the overall GSAK bias can be estimated as the product of the measured-to-known ratio for 137 Cs times the estimated bias in the 137 Cs to 239 Pu ratio (assuming 239 Pu to be the TRU nuclide of primary importance). An estimate of the total GSAK precision can be derived from the gamma-ray spectral measurement precision and the estimated precision of the inventory ratios. The relative standard deviation (RSD) of the gamma-ray photopeak counting rate at 2 meters was determined to be 1.9% from repetitive measurements of 137 Cs on the C drum. The detector efficiency data has an estimated accuracy of about ±12% in the 137 Cs energy region. A previous study, 15 concluded that even in the higher density non-combustible matrix drums, matrix attenuation corrections to the 662 keV 137 Cs gamma-ray can be made to ± 18% using default assumptions. Thus, presuming the source calibration to be unbiased, the measurements have an estimated accuracy of 1.0 ± 0.22.
Estimating the system accuracy as the ratio of the 137 Cs measured to known values determined by measurements on each matrix-filled surrogate yields measured-to-inventory ratios of 0.44 ± 0.07, 0.59 ± 0.15, and 0.42 ± 0.13 for the C, NC, and Z surrogates when the calculated inventory values are used (Table 5 .) If GSAK measurements were conducted without benefit of radiochemical assay and using the present inventory calculation scheme, this is the level of bias and precision that may be expected. While these results might satisfy the final quality objectives for RH-TRU wastes when they are finally formulated, they do not meet those presently in place for contact-handled TRU wastes.
However, when the radiochemically adjusted inventory values are used, the measured-to-known 137 Cs values for the C, NC, and Z surrogates are 1.02±0.16, 1.36±0.34, and 0.96±0.30 respectively (Table  6 .) These excellent results argue that the gamma-ray spectrometric measurements are accurate, but improvements may be required in the ability to estimate the inventory activity ratios.
CONCLUSIONS
The technique of gamma-ray spectroscopy with acceptable knowledge (GSAK) is an attractive technique for the characterization of CC104/107 RH-TRU wastes. The required measurements are rapid (a few 1000 seconds.) The equipment is simple and available "off the shelf." The work reported here on CC104/107 surrogates indicates that if accurate inventory isotopic ratios are available, the GSAK technique is capable of accurate, precise, and sensitive characterization of these waste forms.
However, at least for the driver fuel element used for these studies, the inventory calculations are inaccurate in their prediction of many fission and activation product inventories, and these inaccuracies are reflected in the GSAK results. While biases of 50% or more may be acceptable for RH-TRU characterization, it is not likely. Since, the limited number of surrogates available for this work were all derived from a single fuel element, the recoveries determined herein cannot be considered representative, and thus cannot be used to derive robust inventory correction factors.
The GSAK results on the three surrogates in this study could be improved by normalizing the inventory values using a fission product other than Ru( 106 Rh) are better predicted. However, since all of the surrogates in this study contain segments from the same fuel pin, there is no guarantee that the same nuclides will be better predicted in all cases. Also, the GSAK gamma-ray spectra are absolutely dominated by the 137 Cs line, and it seems inappropriate to concentrate on minor lines in the spectrum for these normalizations.
One option for improving the accuracy of GSAK for the characterization of CC104/107 wastes is to determine the inventory calculation bias for the fission and activation products important to GSAK, and correct for these biases either in the GSAK inventory ratios or in the calculation scheme. The radioanalytical data on the driver fuel segments used to determine the accuracy of the heavy metal and burn up predictions of the inventory calculations also included fission and activation product activities; however, they were not analyzed to determine calculational biases. 16 This database could be used to calculate inventory correction factors and precisions for use in a GSAK characterization technique, or for cross-section library adjustments that would improve the accuracy of the inventory calculations.
A second option is to expand the acceptable knowledge records search to identify radioanalytical data either for the fuel elements sectioned to produce specific drum waste contents, or for companion elements in the same irradiation. For every sub-assembly that is removed from the EBR-II core, the central rod of that assembly is removed, sectioned at the core centerline, and analyzed radiochemically for total Pu, Pu isotopics, total U, Uranium isotopics, total La, total Tc, and the gamma-ray emitting activation and fission product nuclides. Inventory calculations are also performed to determine the calculated inventory of these rods. The measured-to-calculated ratios on these rods should be available to elucidate the accuracy of each inventory calculation.
Drum-specific isotopic ratios could be developed from a careful sampling effort during waste repackaging. Data from "swipes" or other samples might be used to improve the inventory ratio accuracy.
